
    B-211 SPECIFICATION

                                                                                           

Printing Interface
�  Direct thermal printing � RS-232C : 9600 bps, Xon/Xoff protocol, with
� Issue mode : Batch mode/Strip mode status feed back function
� Resolution : 8 dots/mm (203 dpi) (The connector of cable side : DDK : DHF -
� Maximum effective print width : 48mm (1.89”) PDA10-3-A01)
� Print speed : Max 50.8mm/sec(2”/sec) � IrDA Specifications :

(Printing speed is automatically controlled by Communication mode : Physical layer conforming
the operating temperature.) to IrDA-SIR version 1.0

Transfer rate : 19200bps
Format Communicable angle : within 13 degree
� Maximum of 20 formats can be stored Communication distance : within 0.6m
� Fonts : Standard, Times Roman, Helvetica, Communication protocol : TEC original

Letter Gothic, Courier, Presentation � Applicable Model
� Writable Characters : Maximum of 50 characters

can be stored (24 x 24 dot)
� Barcode : NW7, EAN8/13, CODE39, Interleaved

2 of 5, EAN 128 PDF417
�  Graphic/logo :48(W) x 20(H) mm size can be

stored

� Print orientation for Characters and Barcodes : Physical
0°, 90°, 180° and 270°

� Size : 88 (H) x 128(W) x 50(D) mm

Paper (Not including Belt-clip and Cover open lever)
� Paper width: � Weight : about 460g (including battery,

Label : 31~52mm (Backing paper width : 34/ excluding paper roll)
37/40/43/46/49/52/55±0.5 mm Environmental
Receipt width : 34/37/40/43/46/49/52/55/±0.5mm � -5 to 40°C

� Paper length � 25~85% Non-condensing relative humidity
Label : 7~160mm (Batch mode), 10~60mm
(Strip mode) Power supply
Continuos receipt paper � Lithium ion battery : 7.2V, 1350mAh (nominal
(when black mark sensing is used, paper length capacity)
is : 10~160mm)

Regulatory compliance
� CE mark

For your safety, please use the battery and battery charger

designated by TEC. In the event that paper, batteries, or

battery chargers other than those specified being used, the

printer performance is not guaranteed.

*Features and specifications are subject to change without notice. *GB version comes with R/F interface, 418MHz.

*QP version comes with R/F interface, 433MHz.

RS-232C IrDA
B-211-GH23 available -
B-211-GH24 available available


