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Unless otherwise specified, profiles to be within 0.1 mm of DXF definition.1.
1/4" stock thickness ok.2.
Material TBD at time of order. One of two options:3.
a)  PEI         (McMaster 8685K511 or equivalent)
b)  MIC-6    (McMaster 86825K11 or equivalent)

See notes

Conversion coat

J.H. Silber                     2013-08-16

REVISIONS

REV DWG CHK DATE DESCRIPTION
0001 JHS 2013-08-16 initial drawing

0002 JHS 2013-08-19 added ultem (PEI) matl option. showing typ. wall thickness

SCALE: 

SIZEDWG NO. REV.

SURFACE TREATMENT

2:1

0002

E R N E S T        O R L A N  D O          L A W R E N C E
B E R K E L E Y  N A T I O N A L  L A B O R A T O R Y
U N I V E R S I T Y   O F   C A L I F O R N I A     -     B E R K E L E Y

TO
LE

RA
NC

ES X.X  0.5

X.XX  0.1
X.XXX  0.05 (um)

3.2

DATE

DATE

CHK BY

APR BY
PROJECT NO.

SER NO.

ANGLES  1.00

FRAC.  1/64

DATE

FINISH 

DWG BY SHEET  1  OF  1

HFT

sector bull nose alt

DIMENSIONS IN MM.   UNLESS OTHERWISE SPECIFIED:

DWG NO:     REV: 0002    SHT: 1 / 1 

CATEGORY CODE

DWG FILE: sector bull nose alt     MODEL FILE: sector bull nose alt    CONFIGURATION: Default 

PROJECT NAME

B

MATERIAL

THREADS ARE CLASS 2
CHAMFER ENDS OF ALL SCREW THREADS 30
CUT ROUND, 1.5 THREAD RELIEF ON MACHINED THREADS
BREAK EDGES .016 MAX. ON MACHINED WORK
REMOVE BURRS, WELD SPLATTER & LOOSE SCALE
IN ACCORDANCE WITH ASME Y14.5M & B46.1
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