Type EEC
oNnTRoLs ACPOWERCONTACTORS 3+4 POLE

EEC 1232

UL 508 SB Supplement
(takes affect April 26 ,2006)

Contact Factory for additional coil voltages not listed.
208V “c” Coil -5% Voltage Tolerance.

UL Approved suitable on a circuit capable of delivering not more
than 100,000 RMS SYM. Amps 480 Volts Max.

© Din Rail Or Bolt Mount

UL 508 A SB Supplement : 100,000 Amp Short Circuit Rating (AC Coil Versions)
Three Pole Contactors EEC 12- « EEC 18- = EEC 25- « EEC 32- «
List Price $ 30.00 $ 40.00 $ 50.00 $ 60.00
Four Pole Contactors EEC 12 -4p -+« EEC 25-4p - »
| _List Price $ 40.00 $74.00
Built in Auxiliaries (3 Pole Only) 1 N.O. 1 N.O. 1 N.O. 1 N.O.
AC-1 Resistive Amps 25A 32A 40A 50A
AC-3 Motor FLA - 12A 18A 25A 32A
W) General Purpose Amps 25A 32A 40A 50A
3 Phase Horse Power Voltage HP HP HP HP
200V 3 5 5 10
@, c@ 230 V 3 5 7112 10
460 V 7112 10 15 20
600 V 10 15 20 25
Single phase 115V _HP 1 1 2 2
Single phase 230 V_HP 2 3 3 5
Dimensions
Height mm 74 74 84 84
Height Inches 2.91” 2.91” 3.30“ 3.30”
Width 3 + 4 pole mm 45 46 56 56
Width 3 + 4 pole Inches u Y 4 i 1.81~* 2.20~ 2.20”
Depth AC Coil mm 80 85 93 98
Depth AC Coil inches 3.18" 3.35” 3.66” 3.86 *
Depth DC Coil mm 115 120 130 135
Depth DC Coil inches 4.53” 4.72” 5.12* 5.31~
Refer to page 14 for Coil VA data
*Coil Voltage Suffix AUXILIARIES
1N.O. Aux included standard (EEC 12,18,25,32 contactors)
# = Add Suffix AC Voltage #- DC Voltage Add - 01"for normally closed auxiliary contact, same price.
. Add - 11"for N.O.and N.C.aux. Add $ 11.00 to list price.
A= 120V 50/60Hz Add $30 to List:
-C =208V .y 230V 60Hz -DCM = 12VDC
-E= 480V 60Hz,400V 50Hz|-DCN = 24VDC Part # Example :EEC 12.01 - A = 3 Pole + N.C. Aux. 120 VAC Coil.
-F= 600V 60Hz -DCO = 48VDC
-D= 380V 50Hz -DCP = 125VDC
-G= 24V 50/60Hz -DCR = 220VDC| | Additional auxiliaries (9 MAX) are possible. Refer to accessory page 30.
-H= 277v(280) 60Hz = = =
-B=_220V 50/60Hz © -40 F Min. + 158 F Max

© 12,000,000 cycle Mechanical Life

© 1,000,000 cycle Electrical Life

-15% 50Hz/60Hz
o - Ring terminal capable

© -20% + 10 % 60Hz Coil Voltage Range

RoHS
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ACPOWER CONTACTORS 3+4 POLE
ONTROLS UL 508ASBSupplement: 100,000 Amp Short Circuit Rating

Type EEC

Three Pole Contactors

Type EEC 12 through 95

Contact Factory for additional coil voltages not listed.
208V “c” Coil -5% Voltage Tolerance.

UL Approved suitable on a circuit capable of delivering not more
than 100,000 RMS SYM. Amps 480 Volts Max.

© 6,000,000 cycle mechanical life 50 / 60 Hz|

© EEC 80:10 million 60 Hz 4 million,
Mechanical life

© 1,000,000 cycle Electrical Life

© -20% + 10 % 60Hz Coil Voltage Range
~15% 50Hz/60Hz

© RoHS

EEC40-+ EEC50-+ EEC65- * EEC80-+
List Price $80.00 $104.00 $132.00 $176.00
Four Pole Contactors EEC40-4P- « EEC65-4P-+ EEC80-4P-+
List Price $170.00 $ 260.00 $390.00
Auxiliaries included with contactor| 1 N.O.+ 1 N.C.| 1N.O.+1N.C.| 1N.O.+1N.C. | 1 N.O.+1N.C.
AC-1 Resistive Amps 60A 80A 80A 125A
AC-3 Motor FLA 40A 50A 65A 80A
@) General Purpose Amps 60A 70A 80A 110A
3 Phase Horse Power Voltage HP HP HP HP
200V 10 15 20 20
@, c@ 230V 10 15 20 25
460 V 30 40 50 60
600 V 30 40 50 60
Single phase 115V HP 3 3 5 7112
Single phase 230 V_HP 5 7112 10 15
Dimensions
Height mm 127 127 127 127
Height Inches 57 5% 5 ~ 5~
Width 3 / 4 pole mm 75185 75185 75/ 85 85/85
Width 3 / 4 pole Inches | 2.95/3.35” 2.95/3.35~ 2.95/3.35“ 3.35/3.35
Depth AC Coil mm 114 114 114 125
Depth AC Coil inches 4.49” 4.49” 4.49” 472
Depth DC Coil mm 171 171 171 181
Depth DC Coil inches 6.73" 6.73 * 6.73" 7.13%
Refer to page 14 for Coil VA data
“Coil Voltage Suffix AUXILIARIES
1N.O. Aux + TN.C. included standard (EEC 40 + larger contactors)
% = Add Suffix AC Voltage %#- DC Voltage
—_— Additional auxiliaries (10 MAX) are possible. Refer to accessory page p30.
A= 120V 50/60Hz Add $60 to List:|
-C =208V up1, 230V 60Hz -DCM = 12VDC
-E= 480V 60Hz,400V 50Hz|-DCN = 24VDC Part # Example :EEC40- A = 3 Pole 1N.O. Aux + 1 N.C.Aux, 120 VAC Cail.
-F= 600V 60Hz -DCO = 48VDC
-D=_380v 50Hz -DCP = 125VDC — =
G=_oav 50/60Hz “DCR = 220VDC © -40°F Min. +158 F Max
-H= 277V (280) 60Hz © Bolt Mount
-B= 220V 50/60Hz © 16,000,000 cycle Mechanical Life 60 Hz

Modifications & Accessories 30, 31, 88 Discount Schedule EC
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Type EEC

AC POWER CONTACTORS 3+4 POLE
100 Amp to 225 Amp Sizes

(115
11 S

il

AT

ONTROLS '
EEC 185
Three Pole Contactors EEC 95- « EEC 115-+ EEC 150-+ EEC 185- «
List Price UL Approved $195.00 $240.00 $290.00 $ 440.00
[ Four Pole Contactors EEC115-4P - «+ | EEC150-4P -+ | EEC185-4P -«
List Price  Not UL Approved $ 460.00 $490.00 $520.00
Auxiliaries included with contactor] 1 N.O.+1 N.C.| 1 N.O.+ 1 N.C. 1N.O.+1N.C. | 1N.O.+1N.C.
AC-1 Resistive Amps 125A 200A 250A 275A
AC-3 Motor FLA 95A 115A 150A 185A
{%) General Purpose Amps 110A 175A 200A 200A
3 Phase Horse Power Voltage HP HP HP HP
200V 20 30 40 50
@_ c@ 230 V 25 40 50 60
460 V 60 79 100 125
600 V 60 100 125 150
Dimensions
Height mm 127 162 170 174
Height Inches 5% 6.38” 6.69 ~ 6.85”
Width 3 / 4 pole mm 84 164 / 200 164 / 200 169/209
Width 3 / 4 pole Inches 3.3 * 6.46 / 7.87* 6.46 / 7.87~ 6.65/8.23 “
Depth AC+DC Coil mm 125 170 170 180
Depth AC+DC Coil Inches 4.92” 6.69” 6.69” 7.09”
(EEC 95 No DC Coil)

Refer to page 14 for Coil VA data

*Coil Voltage Suffix AUXILIARIES
# = Add Suffix AC Voltage % - DC Voltage IN.O. Aux + TN.C. included standard (EEC 115 + larger contactors)
50Hz + 60Hz
-A 15\-; ~ Additional auxiliaries (8 MAX ) are possible. Refer to accessory page 30.
-C 208V up to 220V -N  24VDC
-E 480V -0 48VDC ) .
F 600V (EEC 225 Max) P 125VDC Part # Example :EEC95- A = 3 Pole 1 N.O. Aux+ 1 N.C. Aux, 120 VAC Coil.
-D 380V -R 220VDC
-G 24V (EEC 330 Max) o
H 277V |EEC 95 No DC Cail)

Contact I-=actory for additional coil voltages not listed.

UL 508 SB Supplement (takes affect April 26 ,2006) O 400F Min. + 'ISBOF Max
Type EEC 12 through 95 . .
UL Approved suitable on a circuit capable of delivering not more © 10,000,000 cycle MeCha.mcal. Life
than 100,000 RMS SYM. Amps 480 Volts Max. © 1,000,000 cycle Electrical Life
© -15% + 10 % Coil Voltage Range
To Order “Box Lugs” See Page 28. © - Ring terminal capable

For Sizes EEC115 - EEC400.
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24V (EEC 330 Max)
277V

Part # Example :EEC 225- A = 3 Pole 1 N.O. Aux+ 1 N.C. Aux, 120 VAC Coil.

Type EEC
AC POWER CONTACTORS 3 POLE . %
225 Amp to 500 Amp Sizes -
EEC 265
[ Three Pole Contactors EEC 225- . | EEC 265- - | EEC 330-+ EEC 400- «
List Price $ 580.00 $610.00 $786.00 $890.00
Auxiliaries included with contactor]| 1 NNO.+ 1N.C.| 1N.O+1N.C.| 1N.O.+1N.C. | 1N.O.+1N.C.
AC-1 Resistive Amps 315A 350A 400A 500A
AC-3 Motor FLA 225A 265A 330A 400A
@) General Purpose Amps 250A 285A 360A 420A
3 Phase Horse Power Voltage HP HP HP HP
200V 55 60 75 100
@' B@ 230 V 65 75 100 125
460 V 135 150 200 250
600 V 175 200 250 300
Dimensions
Height mm 197 203 206 206
Height Inches 7.76% 7.99” 8.11* 8.1
Width mm 169 207 213 181
Width Inches 6.65” 8.15” 8.39” T.13°
Depth AC + DC Coil mm 180 212 217 213
Depth AC + DC Coil inches 7.09% B35~ 8.54 8.39”
Refer to page 12 for Coil VA data
“Coil Voltage Suffix
# = Add Suffix AC Voltage
SOHz + 60Hz % -DCVoltage | [ ayxiLIARIES
A 120V 1 N.O.Aux + 1N.C. included standard (EEC 225 + larger contactors)
-C 208V up to 220V -N 24VDC - i :
£ 480V O 48VDC Additional auxiliaries (8 MAX) are possible. Refer to accessory page 30.
-F 600V (EEC 225 Max) | -P 125VDC
-D 380V -R  220vVDC
-G
-H

Contact Factory for additional coil voltages not listed.

UL Approved suitable on a circuit capable of delivering not more
than 100,000 RMS SYM. Amps 480 Volts Max.

To Order “Box Lugs” See Page 30
For Sizes EEC115 - EEC400.

© -40°F Min. + 158 F Max

© 10,000,000 cycle Mechanical Life
© 1,000,000 cycle Electrical Life
© -15 % + 10 % Coil Voltage Range
© - Ring terminal capable

Modifications & Accessories 30, 31, 88
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Type EEC
ACPOWER CONTACTORS 3+4 POLE

500 Amp to 1600 Amp Sizes

[ Three Pole Contactors EEC 500- » EEC 630- « EEC 780- «
List Price $ 1600.00 $ 1984.00 $ 4500.00 (notul)
Four Pole Contactors EEC 500-4P-+«| EEC 630-4P-+ | EEC 780-4P- »
List Price Contact Factory $ 2,200.00 $ 2,400.00 $4.800.00 (not ul)
Auxiliaries included with contactor] 1 N.O.+ 1 N.C.| 1 N.O.+1N.C.| 1N.O.+1N.C.
AC-1 Resistive Amps 700A 1000A 1600A
AC-3 Motor FLA 500A 630A 780A
{%) General Purpose Amps 700A 1000A Not UL/ CSA
3 Phase Horse Power Voltage HP HP HP

200V 150 250 Amp

@, c@ 230 V 200 300 Rated

460 V 400 600

600 V 500 800
Dimensions
Height mm 238 304 434
Height Inches 9,37« 11.97* 17.07”7
Width mm 233 309 702
Width Inches 9.17* 12.17~ 27.63
Depth AC+DC Coil mm 234 226 250
Depth AC+DC Coil Inches 9.21~ 8.90 ~ 9.84 *

Refer to page 14 for Coil VA data

*Coil Voltage Suffix
. AUXILIARIES
# = Add Suffix AC Voltage
50Hz + 60Hz - # - DC Voltage 1N.O. Aux + IN.C. included standard (EEC 500 + larger contactors)
A 120V Additional auxiliaries ( 8 MAX ) are possible. Refer to accessory page 30.
-C 208V up to 220V N 24VDC
£ 480v -0 48VDC
-F 600V (EEC 225 Max) = 125VDC Part # Example : EEC 500- A = 3 Pole 1 N.O. Aux + 1 N.C. Aux, 120 VAC Coil.
-D 380V -R 220VDC
-G 24V (EEC 330 Max)
-H  277v

Contact Factory for additional coil voltages not listed.

-40°F Min. + 158" F Max
5,000,000 cycle Mechanical Life
1,000,000 cycle Electrical Life
-15 % + 10 % Coil Voltage Range
10 Max . Auxiliaries

RoHS

UL Approved suitable on a circuit capable of delivering not more
than 100,000 RMS SYM. Amps 480 Volts Max.

© 0 0000
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