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Solid Edge

1

MMSF-0301-8000-00AQ.dft
冷质量及冷却组件

冷质量内液氦输入管组件

MMSF-0301-8000－00
A

0

标记 处数 更改文件号 签  字 日  期

1:13

2 MMSF-0301-00 －00 01 冷质量冷却管路 1 6061-T651 2.3 kg

1 细液氦输入管1 1 304

序号 代号 名称 数量 材料 单重 总重 备注
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注： 自放请 加工余量. Additional length shall be considered when cut.

1

说明：
、1 液氦输入管1为外径8、壁厚1的不锈钢管，长约3620m 。m
、2 与冷却管路一起配弯，其它部分与别的零件配弯。

Note:
1. L He pipe material: St. steel, OD 8mm, wall thk 1mm, length 3620mm.
2. Bend to match cooling pipes and other related parts.

技术要求 Technical Re ：q.
1、提供材质证明书 Material property shall be certified.
2、管子需经压力试验，试验压力2.3MPa，试验介质：干燥氮气，
参照GB150. Comply to GB150, conduct pressure test with
dry Nitrogen gas at 2.3MPa
3.  管子配弯时为平滑过渡，无缺陷 Bending shall be smooth.
4、未注尺寸公差按GB/T1804-2000 m级, 未注形位公差按GB/
T1184-1996  K级 See title box for un-marked tolerances.
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UNLESS OTHERWISE SPECIFIED

REMOVE BURRS, WELD SPLATTER & LOOSE SCALE

BREAK EDGES .016 MAX. ON MACHINED WORK

REF:ASME Y14.5M-1994, THREADS ARE CLASS 2
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1:1SCALE: COLD MASS INNER LHE SUPPLY CIRCUIT ASSEMBLY

MICE/MUCOOL SUPERCONDUCTING COUPLING MAGNET

MUON IONIZATION COOLING EXPERIMENT (MICE)
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COLD MASS COVER COOLING PIPE
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